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in concentrations after the system restarts, suggesting that remaining VOC sources in these areas are
limited in extent. Results of the rebound tests suggest the concentrations at well SVE-2 are relatively
stable and did not exhibit rebound. After the second rebound evaluation, the system was shut down on
February 4, 2014 to allow subsurface conditions to equilibrate prior to performing a forthcoming
residual soil vapor characterization. PAC proposes to perform a broad site assessment to assess residual
VOCs in the vadose zone.

The Work Plan proposes the following scope of work:

1. Advancement of ten (10) soil borings to a depth of 15 feet below ground surface (bgs). Each soil
boring will be converted to a temporary nested soil vapor probe with vapor points installed at
depths of 5 and 15 feet bgs.

2. Collection of soil vapor samples to evaluate the current soil conditions in areas where elevated
concentrations of VOCs were previously reported. Soil vapor monitoring will include sampling
the existing vapor sampling points and the ten (10) temporary nested soil vapor wells.

3. Soil vapor will be analyzed for VOCs using United States Environmental Protection Agency
(USEPA) Method 8260B.

4. The soil vapor monitoring results will be used to evaluate potential impacts of residual VOCs in
the vadose zone to groundwater and indoor air.

5. Areport will be prepared documenting the results of the investigation.
COMMENTS AND REQUIREMENTS
The Work Plan is approved with the following comments and additions:

1. In addition to the proposed soil vapor points, at least one additional nested soil vapor well shall
be installed in the former degreaser area located east of SVE-1 and southwest of VSP-3 as
indicated on Figure 13 of the Work Plan. The soil vapor shall be analyzed for VOCs using USEPA
Method 8260B.

2. The Regional Board shall be notified a minimum of seven (7) days prior to the start of field
activities.

3. A Subsurface Soil Investigation Report (Report) shall be prepared documenting the results of the
investigation, sample collection procedures, field observations, laboratory data, conclusions and
recommendations. The Report shall include a cross-section of the entire Site going east to west
and one cross-section of the entire site going north to south. Each cross-section will present a
color-coded plume map of trichloroethylene and PCE in soil vapor. The Report shall be
submitted to the Regional Board by September 30, 2014.

This Work Plan approval letter constitutes an amendment to the requirements of CAO No. 92-066
originally dated December 22, 1992. All other aspects of CAO No. 92-066, and amendments thereto,
remain in full force and effect. Pursuant to section 13350 of the California Water Code (CWC), failure to






